
Precision Pigging, LLC offers a state-of-the-art digital geometry tool that uses the latest in Hall-Effect 
technology.  This tool is capable of recording even the smallest of pipeline wall imperfections.  In both 
on-stream and new construction applications, our geometry tool records and determines all of the 
pipeline’s bends, geometry reductions, expansions, ovalities, buckles, dents, and anything else that may 
affect the geometry of the pipe.

18-Inch Geometry Tool Specifications

Recording Method
Diameter
Length
Weight
Number of Sensors
Detection Limitations
Resolution
Circumferential Sensor Spacing
Circumferential Location Accuracy
Pipeline Wall Orientation
Pipeline Orientation Method
Bend Detection Method
Minimum Bend Traverse
Maximum Bend Detection
Minimum Angle Detection
Maximum Angle Detection
Bend Accuracy
X Axis Accuracy
Maximum Negotiable Reduction
Maximum Operating Pressure
In service/pipe life
Inspection Speed
Number of recordable miles
Above Ground Markers

Multi-channel Hall-Effect Digital Tool
18.00 inches
22.50 inches from lip to lip
95 pounds
24
< 0.0625 inch
0.0170 inches at 0.50 inches
+/- 1.12 inches
+/- 7.5 degrees
Yes
3 Gyro Orientation sensors; X, Y, and  Z axes
3 Gyro Orientation sensors; X, Y, and  Z axes
1 ½ Diameter Radius - 90 degree Bend
7 Diameter Radius Bend
1 degree
90 degrees
+/- 0.5 degrees
+/- 0.25 inches
4.50 inches
3500 PSI (Up to 10,000 PSI with advance notice)
48 - 144 hours
0.1 mph – 10 mph
Unlimited Data Storage
Yes

For further technical information or specific applications, please contact Precision Pigging at 1-877-PREC-PIG.


